KLIS D44X-IP-4K-1R300

PTZ direte IR 4K 1/1,8"
H.265, Zoom ottico 44X (6—264 mm)

CARATTERISTICHE PRINCIPALI

¢ Sensore Sony IMX347 con WDR da 120 dB

* Eccellente visione notturna e in condizioni di scarsa luminosita
(IR 30-35m)

e Supporto codec H.265+/H.265/H.264, fino a 2688x1520 @25fps

¢ Obiettivo varifocale motorizzato 2,8—-12 mm

¢ 3D DNR, defog, maschera privacy, rotazione immagine

* Funzione Day/Night con ICR e modalita multiple

* PoE integrato, ingresso/uscita audio

e Compatibile ONVIF, supporto app mobile

e Dome antivandalo IP68, temperatura operativa -20°C / 50°C
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SPECIFICHE TECNICHE

IMAGE
SENSOR 1/1.8" SONY IMKETS 4K Image Sensar
ACTIVE PIXEL ZE56(H)«2 2000V, 3.48MEGA PIXEL
SEMSIBILITY COLOR - 001 Lux
BLEW - 0,001 Lue, O Lux|IR ON)
5/N RATIO WORE THAN S2dB{AGC OfF)
VIDED BWP
LENHS
FOCAL LENGTH F1.4 - 5.0, &=6.0 ~ 364mm
Z0OM OPTICAL 44X
FOCUS AUTO [ SEMI { MANLUAL
VIEW ANGLE 65 3 Wide) ~ 1.T4{Tel=]
PAN | TILT
RAMGE FAN - 3607 Endless)
TILT : M=chanical Flip, Digital Flip
SPEED PAM - M 360 fsec
TILT - MAAX 330 fzmc
{PROPORTIONAL ZO0L)
PRESET 128
TOUR 8
FS-485 PROTOCOL PELCO-P, PELCO-D
ETC Burto Scan, Power On Action, Auto Parking & et
FUNCTION
Dtary & Might ALITO /DAY { NIGHT { EXTERNAL
WOR OFF [ BLC { HLC / DOL HD®
AGC ALITO f MANUAL
AE ALITO f MANUAL
WHITE BALANCE ATW-indoor | Outdoor, Shade, Clear sky, Fluorescent light,
Light bulb, Flame, Manual
SHUTTER AUTO f MANUAL j SLOW SHUTTER
HWOISE I0-MNR, OFF / OM[LEVEL ADJUST)

LENS CORRECTRION
ETC

I-way Lens oorrection
DIGITAL ALUTO FOG,LENS ADJUST, 050, etc.

Unita di misura: mm

IR LED DISTANCE 00M

NETWORK

ETHERNET ETHERMET 107 100 1000 Base-T {RI-45)

COMAPRESSION Tripls Codec{H_ 265, H. 264, MIPEG) / Quad Streams

RESOLUTION ZRA0"2160, 7592° 1520, 75601440, 1930x1 080, 1280x720,
T20wAB0, G4 0n4B0, 320w240

Frame Rate Up to G0fps at 3B40°2160p

ALIDKD In f Dot 1 Lioptional]

ALIDAD COMPRESSION TWO WAY, G.711a- law [ G.T11u - Law

ALARM In f Dt 14 J{NC /' HO

PROTOCOL Pod, 1P, HTTP, HTTPS, B02 1x , FTF, SMTE, PP, SHWE,
DS, DDKWS, NTP, RTEP, RTP, TCP, UDP, IGMP, ICMF, DHCF,
PPPaE, etr.

ONVIF OMVIF Prafile 5, T

50 MEMORY Wicro SO/ SDHC § SDXC Card Slot, MAX 51368,
EVENT / ALARM RECORDING

WAX COMMECTION 10

SECURTY 0O, P, HTTPS, HOST, IP ADDRESS FILTERING, DNGEST,
VIDED STREAMING

WEER BROWSER E10 or more, Chromme 18 | Firefox 5.0

ETC

TEMPERATURE -45°C ~ +65°C [w HEATER]

HUMIDITY S5%RH

POWER SUPPLY ACAV | I8 Mo 45W, SURGE PROTECTION, PoE [option]

CIRCUIT PROTECTION

TS B0DOY, Lightning / Surge 4000V Protection
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