
KLIS MINID20X-IP-MEGA è una mini speed dome dal
design compatto con zoom ottico 20X e zoom digitale 16X.
Questo modello può offrire contemporaneamente un triplo
stream in diverse compressioni per soddisfare varie
applicazioni di rete con velocità e larghezza di banda
limitata. Con il protocollo ONVIF Profile S, è in grado di
fornire piena compatibilità con qualsiasi VMS esistente sul
mercato, mentre nei sistemi Omnicast o Security Center, si
può utilizzare tramite protocollo Genetec. Grado di
protezione IP66 garantito per l’installazione esterna.
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K L I S  M I N I D 2 0 X - I P - M E G A
TELECAMERA MINI SPEED DOME 20X

CARATTERISTICHE

Risoluzione 2MP con Design Compatto
Zoom Ottico 20X, Zoom Digitale16X
True WDR(120dB), True Day & Night
Preset (256), Tour (8), Pattern (8),Privacy (16), Motion
(16)
Ingressi di Allarmi (4), Uscite Allarmi (1)
Ingresso Audio (1), Uscite Audio (1)
Esposizione automatica (AE)
Bilanciamento automatico del bianco (AWB)
Triplo Streaming (H.264, MJPEG)
Maschere Privacy
Scheda SD 32GB supportata
Protocollo Genetec e ONVIF supportati
Alimentazione PoE, 12VDC�IP66
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SPECIFICHE TECNICHE 

IMAGE 

Lens Optical Zoom 20X, 4.7~94mm 

Angle of View 55.5~3°(H) 

Image Sensor 
Type 1/2.8” SONY STARVIS CMOS Sensor 

Pixels 1945(H)x1097(V) 

Min. Illumination Color : 0.35Lux, BW : 0.013Lux@50IRE 

Scanning Mode Progressive Scan 

Wide Dynamic Range True WDR(120dB) 

Day and Night Mode True D/N(Auto, Day, Night) 

Noise Reduction 3DNR 

Digital Zoom 16X 

Exposure Control Auto, Manual, Shutter Priority, Iris Priority 

White Balance Control Auto, Fluorescent, Incandescent, Outdoor, Manual 

Back Light Compensation Yes 

Image Effect Flip(Digital) 

Shutter Speed 
25/30fps : Auto(1/30,000~x8sec), Manual 
50/60fps : Auto(1/50,000~x8sec), Manual 

VIDEO/AUDIO 

Compression H.264(Baseline, Main, High Profile), MJPEG 

Bitrate Control CVBR, VBR 

Resolution 1920x1080, 1280x1024, 1280x720/960, 704x480/576, 640x360/480, 320x240 

Frame Rate Max. 50/60fps 

Streaming 50/60fps(Dual Stream : H.264x1, MJPEGx1) 25/30fps(Triple Stream : H.264x2, MJPEGx1) 

Audio Compression G.711 

Audio Streaming 2 Way 

PTZ FUNCTION 

Pan Range 360˚Endless 

Pan Speed Max. 380˚/sec.(Preset) 

Tilt Range -10~190˚ 

Tilt Speed Max. 380˚/sec.(Preset) 

Auto Calibration 0.1~6˚ 

Preset 256 

Tour 8 

Pattern 8 

Home Function Yes 

SYSTEM 

Video Contents Analysis DIS, Defog, Face Dectection, Tampering, Line Detector, Field Detector 

Motion Detection Area 16 Programmable Area(Include Area 8, Exclude Area 8) 

Privacy Mask Zone 16 Programmable Zone 

FTP Uploading MJPEG 

Event Notification E-mail, FTP, Notification Server, XML Notification, Audio Alert, AIHM 

Audio Alert User-Defined 3 Audio Files 

Login Authority Administrator, Operator, Guest 

Event Buffering 
FTP Pre : 30sec, Post : 30sec 

SD Pre : 10sec, Post : 60sec 

Manual Trigger 4 Programmable Trigger 

Security Multi User Authority, IP Filtering, HTTPS, SSL 

Network Time Sync NTP Server, Synchronized Computer, Manual 

Software Reset Restart, Reset, Factory Default 

Hardware Factory Reset Yes 

Auto Recovery Backup, Restore 

Remote Upgrade Web Browsing (IE, Chrome, Firefox), SmartManager 

SD Recording Mode Event, Continuous 

NETWORK 

Protocol TCP/IP, UDP, IPv4/v6, HTTP, HTTPS, QoS, FTP, UPnP, RTP, RTSP, RTCP, DHCP, ARP, Zeroconf, Bonjour 

Client Software Web, SmartManager, Client S/W, Mobile S/W 

Max. User Connection Live : 10 Users, Playback : 3 Users 

API Support Open API, Onvif Compliance 

Mobile Support Android,iOS 

EXTERNAL IN/OUT 

Audio 1 Input, 1 Output(3.5mm Stereo Jack) 

Alarm 4 Input, 1 Output 

Ethernet RJ-45(10/100Base-T) 

u-SD Card SDHC(Max. 32GB) 

ETC 

Operating Humidity 0~90% RH (Non-Condensing) 

Operating Temperature -10~+50℃ 

Power Supply PoE(IEEE802.3af Compliance, Class0), 12VDC 

Power Consumption 
250mA(12W)@PoE 
1A(12W)@12VDC 

Dimension 154(Ø)x150(H)mm 

Net Weight Approx. 1.6kg 

Ingress Protection IP66 

Vandal Proof IK10 (No glass part) 

Tutte le specifiche sono soggette a modifiche senza preavviso 


